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1.  MAXIMUM ALLOWABLE STROKE .500

3.  SET CLEARANCE AT .150 WITH NEW
     CLUTCH ASSEMBLY.

2.  SELF ADUSTING FOR CLUTCH WEAR

4.  ONE PORT MUST BE SET WITHIN 10 DEG.
     FROM VERTICAL FOR BLEED PORT.

5.  WIPER AND MAIN SEAL KIT P/N 62-905.
     INSTALL MAIN SEAL WITH SMOOTH
     SIDE AGAINST PISTON.
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DATEP/N SHEET   OF

SIZE

TILTON ENGINEERING, INC. FAX 805/688-2745

REVDWG

1.75 (44.7)
      2 PL

  C

  A

.500 (12.7) MAX STROKE

   B

BEARING A, CONTACT DIAMETER B, HEIGHT

62-008

62-031

1.50 (38.0)

1.73 (44.0)

1.46 (37.1)

1.45 (36.8)

1.60
(40.64)

1.60
(40.64)

45°O

45°O

AN-3 UNION FITTING
P/N 73-820, 2 PL
PORTS WILL ALLOW
AN-3 BANJO FITTINGS

O.266 (6.76), 2PL
ACCEPTS 1/4 AND 
6mm FASTENERS

1.501
1.499O (38.13/38.07)

               INSIDE BASE DIAMETER

CH. .06x45v

C, BEARING I.D.

1.260 (32.0)

1.405 (35.7)

PART NUMBER

61-8123

61-8122

FOR CENTERING ASSEMBLY

: 1

ASSEMBLY DRAWING FOR LOW PROFILE HRB

CHAMBERS

1/19/05

1

1 4906

62-808 BASE, 62-6200 PISTON, .500 MAX STROKE

SEE TABLE 1 NCB


